
EG-FPC cut out 
45

mm 

ceiling in/outdoor

EG-FPC cut out
49

mm

ceiling in/outdoor

class 3 IP rating

IP44 LED F

class 3 IP rating

IP65 LED F

MINI CRATER IP

MINI CRATER OUT

LED

LED lm output

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR

FINISH

ADJUSTABLE

CUT-OUT

REMARK

LED 
LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

460 lm

5 W

500 mA 10 Vdc max.

2.700 / 3.000 K

>90

36°

white RAL 9016 tex
black RAL 9005 tex

n/a

Ø 45 mm

supplied with blade springs
driver not included - see driver matrix p. 267

COB LED

320 lm

3 W

350 mA 10 Vdc

2.700 / 3.000 K

+90

40°

white RAL 9016 tex
black RAL 9005 tex

n/a

Ø 49 mm

in- and outdoor use
driver not included - see driver matrix p. 267

REF

REF

A6195W/927
A6195W/930
A6195B/927
A6195B/930

Mini Crater IP white 927
Mini Crater IP white 930
Mini Crater IP black 927
Mini Crater IP black 930

A6186W/927
A6186W/930
A6186B/927
A6186B/930

Mini Crater Out white 927
Mini Crater Out white 930
Mini Crater Out black 927
Mini Crater Out black 930
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